[image: image1.png]nalstecker

1 signalstecker fiir SINAMICS

RJ45/IP20

=

e

RJ45/IP6T
[R—

‘E& [

- i—

Crimpzange
HT-2008R-Plus-1.0

AufbaulLieferumfang
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Steckereinsatz,
Steckergehauss,
Klentelle

Benennung Verpackungs-
einheit
Signalstecker mit: 15atz

8 Kontakten,
Crimpausfuhrung

Signalstecker mit: 15atz
8 Kontakten,
Crimpausfuhrung

Crimpzange for
Crimpung

RU45/IP67 und R45/1P20

A Crimpungen drfen nur von speziell geschultem Personal durchgefihrt werden!

1) Bezugsquelle
Fa. Vamaichi
wwwYamaichi.de

Leitung &
[mm]

Bestellnummer '

Y-conkit-11

Y-conkit:21§

8200061
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1 signal connector for SINAMICS

Dimensions
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Crimping tool
HT-2008R-Plus-1.0

Construction!
Scope of delivery

Connectorinsert.
comnector housing,
Small accessories
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Steckereinsatz,
Connector housing,
Smal accessorles
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Designation

‘Signal connector with
+8 contacts,
crimp design

‘Signal connector with
+8 contacts,
crimp design

Crimping tool for
RI45/1P67 and R1451P20

A Crimping should only be carried out by specially trained personnel!

1) Order information:
WMeser, vamalcht
wwYamaichide

No. of
units per
package

1set

1set

Cable &
[mm]

Order No.

Y-conkit-11

Y-conkit:21§

8200061




Achtung Adern gekreuzt:  1 mit 3 und 2 mit 6!
Attention, pins are crossed: 1 to 3 and 2 to 6 !

Tools and plugs can be ordered by yamaichi.de

Cables Supplied by meter :
[image: image3.png]17 Type 6FX2 008- .. /6FX5 008- .. 6FX8 008- .. for SINAMICS

O () taml
Number of cores x cross-section {mm?]

22022 7 0086
2x2:02224038 7 0071
2x2:0.15+240.38 7 0.7

Order No.

6FX2 008-1DC00-
6FX5 008-2DC00- 5 0
6FX8 008-2DC00- 5 0





6FX2 without 24 V power contacts

6FX5 with 24 V power supply contacts

6FX8 trailing cable with 24 V power supply contacts
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data

Preferred lenghts and

general lenght codes

17 Technical specifications for signal cables 6FC .. (PVC) 176X 002 - 0and6FCS ...-.....- 0
Strucure ace. o VOE Cable, pre-assembled GFCos0 Y000
perating voliage max. 250V cable,pre-assembled BFCO344-..Y00- 10
Test votage 00V cable, pre-assembled BFX 002 nmmo
ot i SNVOE GRS 1 i
Temperature it i
+in operation 5°C10+105 °C 5
+in storage. 40°C 1o +105 °C L
+in ransport -5°Cto+105 °C oo @

Gwing 10 the low-temperature britlensss of he cable sheath the form om 1
of cable (1. cable call must not be allered f temperatures lower than 10 1 N
% C. The cable may only be Uncolled or worked on a temperatures
above 5 200m 3
Tensle stess during faying om A
~during installation 50N je mn? cond. cross section 10 8
+ movement during operation 15 Nje mm? cond. cross section 20 c
Vin_permissble bending radius __ 20xDings. n operation om o
Torsional svess = om &
som F
Resistance 1o agents ©alige degse a0l oy
Grenses 96 and acid wm G
nsulaton materal om Ll
e wm 3
nding cyces max o M
Traversing rate max 30 mimin o
Aoceleration max T i
2m
am
am
sm
om
m
am
am
Example: im
39m
11 m

262m:





